
Replacing New Sample Tube & O’ring 
for PolyCon & OpalMist Nebulizers

1. Screw off sample tube thread cap by turning it anti-clockwise, and remove sample tube and 
o’ring from the nebulizer.

2. Cut a 45 degree angle on your NEW sample tube end by using a sharp blade, and insert it through 
the thread cap. Hold the end that you have just cut between your forefinger and your thumb. Make 
sure that the angle you have just cut is protruding no more than 2mm between your thumb and 
forefinger. Place the new o’ring onto your forefinger, and insert the sample tube through the o’ring 
so that the o’ring sits about 25mm away from the end that you have cut on an angle.

3. Before assembling the sample tube onto your nebulizer, you must cut the end square by using a 
sharp blade. Insert the sample tube into the nebullizer until it comes to a stop. Once you have come 
to a stop, grab hold of the thread cap and push it gently up towards the nebulizer. As you are 
pushing the thread cap it will make contact with the sample tube o’ring, keep pushing it forward 
until you reach the nebulizer. Once you have reached the nebulizer, start turning the thread cap 
clockwise until it comes to a stop.

Important Note: Do not over tighten the thread cap, once you start to feel a bit of resistance with the 
thread cap, turn it another 1/4 of a turn and that should give you a reliable seal.
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